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          HYFLOC MR312 
 

  Product for water treatments 

   

    

DESCRIPTION 
 

Metal removal agent. 

 

CHARACTERISTICS  
  

Appearance : Yellow to reddish liquid 

Density : 1.15 – 1.25 g/cm³ 

pH (Sol. 10%) : 12 – 13.5  

Viscosity : ≤ 500 cP 

Shelf life : We recommend not keeping the product for more than 12 months 

 

Notes: The parameters indicated here are not necessarily the specifications of the product. These will be agreed with each customer and will be 
part of the contract that must be respected for each batch supplied. 

The shelf life period is only applicable if the product is kept in its original container and stored under the conditions recommended in this 
document and in section 7 of the safety data sheet. 
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APPLICATION   
 

 It can be dosed directly without previous dilution, or diluted in water for any proportion. 

 In the treatment of mixed metals, the product preferably reacts with metal ions, removing each one 

sequentially by increasing the dosage. Table 1 lists the metals against which the product is effective for 

absorption and removal. 

 The dosage of the product will vary depending on the concentration and type of metal ions in the wastewater. 

It can be dosed pure. A positive displacement pump will be sufficient to feed the product to a point in the 

system where mixing and distribution is rapid. 

 Table 1: Required dosage of HYFLOC MR312 for the removal of 1 ppm metal: 

 

 

 Example: 

A wastewater contains 10 ppm Co2+, 5 ppm Cr6+ and 4 ppm Sn2+. The calculated theoretical dose is: 

(10x12) + (5x41) + (4x6) = 349 ppm and the minimum recommended overdose would be 698 ppm. 

Consult our technical staff in case of any doubt. 

 

BENEFITS 
   

 Product is designed to remove a wide range of heavy metal ions from wastewater streams. 

 The product reacts with soluble metals to form an insoluble complex and is effective even in the resence of 

chelating agents. When added to waste water, it will produce a light colloidal precipitate. Depending on the 

wastewater, the resulting precipitate requires an effective coagulant for charge neutralization and/or the 

addition of a flocculent for the ultimate removal of the metal. 

 Effective in a wide range of pH. 

 It can work alone or in combination with other products commonly used in water treatment, such as: aluminum 

sulphate, aluminum polychloride, ferric chloride, polyamine, lime, etc. 

 It is easily dissolved without the need of agitation 

 

STORAGE AND DISTRIBUTION 
   

 The product should be stored in a covered place, with the container tightly closed, protected from sunlight. 

Refer to Section 7 of the Safety Data Sheet. 

 Avoid contact with oxidising agents and strong acids. 

 There is a great variety of containers. Check with our Customer Service in order to choose the most 

convenient one. 
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REGULATORY 
   

Consult our technical staff in case of any doubt. 

  

 


